44,

46,

47,

48,

4G,

WHERE FIELD TILE IS ENCOUNTERED, STORM SEWER , PIPD DRAIN OR CAST IN
PLACE END SECTIONS WILL BE USED IN ACCORDANCE WITH SECTION €11 OF THE
STANDARD SPECIFICATION.,  THE MINBeUM SIZE FOR REPLACEMENT WILL BE 6V
FOR PIPE DRAING AND 8¢ FOR STORM SEWER, BUT TeE SIZE »UST BL AT LEAST
27 LARGER THAN THE ADJOINING TILE., A FIELD TILE JUNCTION vaulT whL
8E COMSTRUCTED AT THE RIGHT-OF-waY TO COMMNECT THE TILE AND STORM
SEWER.  THE SUMMARY OF QUANTITIES INCLUDES AN URDISTRIBUTED AMOUNT
150 LFY OF EACH SI78) OF PIPE DRAIN, SIZES 6-INCM THROUGH 12-1nCH AND

5 FIELD TILE JUNCTION valLTS, 27 DIA, AND STORM SEWERS PROTECTED
CLASS A, SIZES &-INCH THROUGH 12-INCH, EXPLORATION TRENCH S2-iNCH
DEPTH 400 LF AND MISCELLANEQUS CONCRETE 5 CU, YD. FOR FIELD TILE
ENCOUNTERS.

TREE PLANTING LAYOUT SHALL BE PERFORMED BY THE DISTRICT LANDSCAPE
ARCHITECT. MULCH SHALL BE PLACED 47 THICK AND TO THE DIAMETER AROUND
THE TREL AT SHOWN ON DISTRICT STANDARD 92,1, THE MULCH SHatl BE
HARDWOOD WOOQD CHIPS PLACED ON WEED BARRIER FABRIC, THIS WORK SHALL BE

INCLUDED [N THE COST OF THE TREE.

RIGHT-0F -WAY MARMERS WILL BE ERECTED PER HICHWAY STANDARD 666001 WITH
THE BACK FACE OF THE MARKER On THE RIGHT-0OF-WAY LINE, UNLESS THE NEW
RIGHT-OF -WaY LINE HAS BEEN SURVEYED AND PINNED, IN WHICH INSTANCE THE
RIGHT-OF-WAY MARKERS WiLL BE ERECTED 12 INCHES INSIDE THE NEW

RIGHT-0F -WAY LINE. THE METHOD OF INSTALLATION SHALL 8E APPROVED BY THE
ENGINEER,

CULVERT & BRIDGE FLOWS MUST BE MAINTAINED THROUGHOUT THE PROJECT.
NORMAL FLOW SHALL BE ALLOWED TG PASS AT THE RATE |7 ENTERS THE
JOBSITE,  WIGH FLOWS SHALL BE ALLOWED TO PASS wiTHOUT CAUSING DAMACE
TO UPSTREMM PROPERTIES,

HOSES OF CURBED CORMER ISLANDS NOTED AS © & Z ON HICHWAY STANDARD
06301 SHALL BE RAMPED LALESS THE CURS FUNCTION 15 FOR THE PROTECTION
CF PEDESTRIANS, SIGHALS, LIGHT STANDARDS OR SION TRUSS SUPPORTS.

THE TEMPORARY CONCHRETE BARRIER SHALL BE ANCHORED TO THE PAVEMENT WITH
& ANCHORS PER SECTION AT THE FOLLOWING LOCATIONS:

EXISTING [L 2 STA, STO+8Z.57 TC $74481.58

This work sholt be done in accordance with Section 704 of the Stondard

Specitications., Temporary Cancrete Barrier wil be mecsured in feet along
the centerling of the barrier ond shal include the cost of renting/owning the baorrier for
the time required on the job phes houling 1o ond from the project gite, 95 well a5 one

plecement and removal from the rocdwdy in ocgordoncg with Section 704 of the

Standard Specificotion. This shol be poid Tor gt the controet unit price

per Foot for TEMPORARY CONCRETE BARRIER,

Relocate Temporgry Concrete Borrigr wil be poig for in feet olong the

canteriing of the borrier, ond wii be pold for each time the borrigr is required

by stoging to be picked up ond moved to o different location on the project, whether
It is to another iocotion on the rogdway or to g storoge/stoging ifocation for the prolect.
This shall be poid for gt the controct unit price per Foot for RELQCATE TEMPORARY

{ONCRETE BARRIER,

50.

1N

53,

54,

55.

56.

GENERAL NOTES

THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROTECTING UTILITY PROPERTY DURING
COMNSTRUCTION OPERATIONS .AS QUTLINED IN ARTICLE 107.31 OF THE STANDARD SPECIFICATIONS,

A MIMIMUM OF 48 HOURS ADVANCE NOTICE IS REQUIRED FOR NOM-EMERGENCY WORK, THE JULIE
NUMBER 15 800-892-0123, THE FOLLOWING ARE THE KNOWN UTILITIES LOCATED WITHIN THE PROJECT
LIMITS OR IMMEDIATELY ADJACENT TO THE PROJECT COMSTRUCTION LIMITS WHICH ARE

MEMBERS OF JULIE:

TYPE QF
NAME AND ADDRESS OF UTILITY UTILITY

MEMBER OF

TELEPHONE JoULLLGE,

MORA FERNANDEZ
COMMONWEALTH EDISON COMPANY
1273 ENERGY AVENUE

RGURFORD, ILLINOIS 61109

ELECTRIC 18151 430-2889 ES

KALIN HINSHAW

FRONTIER

112 WEST ELM STREET
SYCAMORE, ILLINOIS 60178

TELEPHONE 1815} 895-1518 YES

CONSTANCE LANE GaS
NICOR §AS C0

1844 FERRY ROAD

NAPERVILLE, ILLINQIS 60363

1630 383-867¢ YES

TOM PHILIPS COMMUNICATIONS {608y 373-7538 YES
CHARTER COMMUMNICATIONS
1348 PLAINFIELD AVENUE

JANESYILLE, WISCONSIN 53547

GORDON NYGREN WATER & SEWER
VILLAGE OF ROCKTON
HOE, MAIN STREET

ROCKTON, KLINQIS 61072

(8150 624-7600 MO

IDOT IS MNOT A MEMBER OF JULIE, IF YOu ARE NEAR ANY GQVERHEAD LIGHTING., INTERSECTION
LIGHTING QR TRAFFIC SIGNALS, CONTACT THE IDOT TRAFFIC GFFICE AT B15/284~5469 AT LEAST
48 HOURS PRICR TO WORK,

THE APPLICABLE PORTIONS OF ARVICLE 103.07 OF THE STANDARD SPECIFICATION SHALL APPLY
EXCERPT FOR THE FOLLOWING: THE CONTRACTOR SHALL BE RESPONSIBLE TO LOCATE THE VERTICAL
DEPTHS OF THE UNDERGROUND UTILITIES WHICH MAY INTERFERT WiTH CONSTRUCTION OPERATIONS,
THIS WORK WILL NOT BE NEASURED OR PAID SEPARATELY, BUT SHAL: BE COMSIDERED AS
INCLUDED IN THE UNIT BID PRICE FOR THE [TEM OF CONSTRUCTION INVOLVED,

PER $8 699 (S0 DAY UTILITY RELOCATION LAW). ONCE RIGHT-OF-way IS CLEAR TG AWARD

THE PROJECT, A NOTICE WILL BE SENT TO THE UTILITY COMPANIES INSTRUCTING THEM 7O HAVE
THEIR FACILITIES RELOCATED WITHIN 30 DAYS. ESTIMATED DATE RELOCATION COMPLETE =
AWARD DATE + 100 DAYS,

TREE PLANTING LAYOUT SHALL BE PERFORMED BY THE DISTRICT ROADSIDE MANAGEMENT SPECIALIST,
MULCH SHALL BE PLACED 40 THICK AND TO THE DIAMETER AROUND THE YREE AS SHOWN ON DISTRICT
STANDARD 92.4, THE MULCH 5SHALL BE HARDWOOD WOOD CHIPS PLACED ON WEED BARRIER FaBRIC,
THIS WORK SHALL BE INCLUDED INTHE CQST OF THE TREE.

EXCESS TREES THAT CanMOT BE PLANTED ALONG THE L 2 PROJECT LIMITS SHALL BE PLANTED AT
ALTERNATIVE LGCATIONS AS DETERMINED BY THE DISTRICT ROADSIDE MAMAGEMENT SPECIALIST,

THE SUBGRADE On THIS PROJECT, EXCLUSIVE OF ROCK CUT AREAS IS SCHEDULED TO BE IMPROVED TG A
12 DEPTH ACCORDING TO MECHANISTIC PAVEMENT DESIGN. THE AREAS SCHEDULED 76 BE [MPRQVED TO

A DEPTH GREATER THAN 127 ARE ESTIMATED BASED ON THE ORIGIMAL CECTECHNICAL INVESTIGATION. THE
SUBGCRADE SHALL BEZ PROCESSED IN ACCORDANCE WITH ARTICLE 30104 OF THE STARDARD SPECIFICATIONS
BEFORE THE ENGINEER SHALL DETERMINE THE LIMITS AND THE ADDITIONAL THICKNESS OF IMPROVEMENT
REQUIRED, IF ANY. ANY ADDITIONAL UNDERCUTTING REQUIRED AFTER THIS EVALUATION SHALL BE PAID FOR
AS EARTH EXCAVATION.

THE CRGOSS SECTIONS SHOW AREAS WHERE EXCESS EARTH EXCAVATION FROM THIS PROJECT CAN BE STORED
TO BE USED LATER ON THE FOUR LANE EXPRESSWAY THAT IS TO BE CONSTRUCTED AT A LATER DATE,

THE RESIDENT CaAN STORE ADDITIONAL MATERIAL OR CHANGE LOCATION OF THIS MATERIAL IF NEEDED. THIS WORK

SHALL BE INCLUDED IM THE COST CF EARTH EXCAVATION,

WINNEBAGO COUNTY WILL REMOVE THE CONCRETE SALT STORAGE BING
LOCATED AT STa, 1002+00 BY APRIL 1, 2014,

COMMITMENTS

NG TREES SHALL BE REMOVED OTHER THAN THOSE SHOWN ON THE PRQUECT FLANS,

TREES CLOSE 7O THE CONSTRUCTION LIMITS SHALL BE PROTECTED wiTH IREE
TRUNK PROTECTION PER STANDARD SPECIFICATION SECTION 201.i0i(CHEl,

THE CONTRACT SHALL CONTAIN 20 PAY 1TEMS (EACH. THE EXACT LOCATION
SHALL BE DETERMIMED DURING A FIELD MEETING.

MITIGATION TREES WHICH CANNOT BE PLANTED IN THE PROJECT LIMITS SHALL
BE PLANTED IN WINNEBAGO COUNTY FORESY PRESERVE SITES AS DIRECTEC BY
THE FOREST PRUSERVE SUPERIMTENDENT,

TREE REMOVAL SHALL BE LIMITED BETWEEN SEPTEMBER 30 AND APRIL | TQ
AVOID IMPACTING ANY NMESTING 8IRDS. ONCE TREES ARE REMOVED THEY SHALL
BE REPLACED WITHIN THE NESTING AREA,

LEGEND:

BOXED ITEMS INDICATE WORK MOT PAID FOR SEPARATELY, BUT INCLUDED AS
FART OF ANOTHER PAY ITEM OR LOST ASSOCIATED WITH THE CONTRACT.
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